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Device Specification
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Specification of the devices 
PATIENT MONITOR

MPR6-03-«TRITON»

BEDSIDE MULTIFUNCTIONAL RE-ANIMATION TRANSPORTABLE MONITOR WITH 5 CHANNELS FOR 6 PARAMETERS
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Multifunctional re-animation transportable monitor MPR6-03 “Triton” can be used in anesthesiology, surgery, intensive therapy, during post-surgery period, for screening tests, express diagnostics and professional assessment of patients of all ages (newborns, children, adults) in hospitals or during patient transportation. 
In is designed for prolonged uninterrupted monitoring of patient’s life signs and monitors and registers the following parameters:
· Heart activity (ECG/PR);

· Pulse oximetry, periphera blood flow (PPG), arterial blood oxygenation (SpO2), pulse rate;

· Non-invasive arterial blood pressure (NIBP) 

· Temperature (T): skin and cavity (2 channels);

· Breathing by impedance (BR/Respirogram);

· Hypoxia levelи (ischemia) of myocardium (ST-segment analysis);

· Invasive blood pressure monitoring (2 channels, optional);

· Further system enhancement for EtCO2, oximetry, monitoring of nitrous oxide with the use of capnometry module (optional) or anesthetic gasses monitoring (*optional, supplied on special order);
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General feautres:

· device registration certificate (medical technical equipment)

· certificates: of Gosstandart of Russia (GOST R  50267.49-2004; GOST R 50267.0 analogue of IEC 601-1-88; GOST R 50267.49 analogue of IEC 60601-2-49-2001),  certificate of approval of type of measuring instrument (the device is listed in State registry of measuring instruments);

· bility to connect the device to a local network (up to 32 patient monitors connected to a central station with single-screen data viewing for all monitors);
· automatic device recognition upon connection to CMN “Triton”;

· language of the interface, users and service manuals – Russian (English available on special order);

· special consumables, measuring modes for high-quality monitoring of children and newborns (also separate NIBP cuff overpressure limits for each patinient age group – adults, children, newborns).

Device advantages:

· New non-invasive arterial blood pressure measurement technology Unicuff ™: 

· method of measurement: oscilloscopic combined (UNICUFF technology) with preliminary measurements performed in compression phase

· high measurement precision under various clinical conditions (arrhythmias, low pulse fullness)

· low measurement time (20-30 sec)

· minimal hemodynamics influence and patient comfort

· measurement stability and ability to refine the measurement in the same cycle. 

· SpO2 and ECG modules with enhanced calculation algorithms, high artifact stability.

· color display 10.4 inches with 640*480 resolution (VGA). High-contrast display, wide viewing angle. Optionally: 12.1 inches TFT display with 800*600 resolution (SVGA). High-contrast display, wide viewing angle.

· two temperature measurement channels for convenience of patient condition control. Ability to monitor temperature differential.

· Care™ Lite intellectual text messages system for user (in Russian language)

· adjustable display, Top-DIGIT™ large font mode.

· original consumables from monitor producer (SpO2, Temperature sensors, ECG cables)
· high quality confirmed by the quality management system certificate in accordance with EN ISO 9001:2000 standard (TUV CERT)
Technical features
…
If you need full document, please call (contact us), or send letter to e-mail: mail@triton.ru
Display:

· color TFT with active backlight (can be used in low-light environment, car, helicopter cabin) VGA quality;

· display size: 10,4 inches (26 cm).
Optionally: 12.1 inches TFT display with 800*600 resolution (SVGA). High-contrast display, wide viewing angle.

Noteе:

*     options so designated in text are supplied on special order (optionally) 
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